
Amperaggio

Amperage

2019 rev.02

230x201 h.67

1000 l.

18

250 kg

1250 kg

230 

22 

50 Hz

1.8 Hp

1.35 Kw

3 Kw

0.16 Hp

115 watt

RICIRCOLO
RECIRCULATION

RICIRCOLO
RECIRCULATION
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230x201 h.67FUSION 230 Active

Componenti principali e ispezione  /  Main components and inspections

Pannello di controllo
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NOTE

Lato 230 Lato 230Lato 201 Lato 201

L’impianto elettrico al quale si intende collegare la minipiscina deve essere conforme alle norme CEE.
La minipiscina dovrà essere collegata ad un Sezionatore di rete (interuttore magnetotermico) con contatti distanziati 
min. 3mm. e ad un RCD (interruttore differenziale) di max 30mA.
E’ necessario che l’impianto dell’edificio sia presente un dispositivo di disconnessione bipolare.
Deve esistere un efficiente impianto di terra.
La minipiscina deve essere collegata all’impianto di terra dell’edificio in maniera permanente.

The electrical system to which the mini-pool will be connected must comply with CEE standards
The minipool should be connected to a mains isolator (magnetothermic switch) with min. 3mm spaced contacts 
and an RCD (differential switch) of max 30mA
It is necessary that the building electrical system is equipped with a bipolar disconnecting device
The electrical system must be equipped with an efficient ground system
The minipool must be connected to the building's ground system permanently
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